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Product Line-up

TouchMonitor TM7 table-top unit
7“ touch screen 16 : 9 TFT, table-top 
unit with table stand, power supply
Order Number: 20700

TouchMonitor TM7 OEM unit
7“ touch screen 16 : 9 TFT, main unit 
without housing for panel-mounting
Order Number: 20700OEM

Audio Interface Selection
(I/O Options)

max. Channel Count 
(Hardware)

Inputs Analog
(balanced)

Inputs Digital/Outputs Digital Input Option

add. Order Number: HW20711 8 ch analog In,
8 ch digital In, 8 ch digital out

1 x 25-pin Sub-D 1 x 25-pin Sub-D 
(4 x AES3 in, 4 x AES3 Out)

---

add. Order Number: HW20712 8 ch analog In,
8 ch digital In, 8 ch digital out

1 x 25-pin Sub-D 8 x BNC
(4 x AES3id In, 4 x AES3id Out)

---

TouchMonitor TM9 table-top unit
9“ touch screen 16 : 9 TFT, table-top 
unit with table stand, power supply
Order Number: 20900

TouchMonitor TM9 OEM unit
9“ touch screen 16 : 9 TFT, main unit 
without housing for panel-mounting
Order Number: 20900OEM

Audio Interface Selection
(I/O Options)

max. Channel Count 
(Hardware)

Inputs Analog
(balanced)

Inputs Digital/Outputs Digital Input Option
3G SDI Interface HW20930

add. Order Number: HW20911 8 ch analog In, 
8 ch digital In, 8 ch digital out

1 x 25-pin Sub-D 1 x 25-pin Sub-D 
(4 x AES3 in, 4 x AES3 Out)

can be retro tted

add. Order Number: HW20912 8 ch analog In,
8 ch digital In, 8 ch digital Out

1 x 25-pin Sub-D 8 x BNC
(4 x AES3id In, 4 x AES3id Out)

can be retro tted

add. Order Number: HW20913 16 ch digital In,
16 ch digital Out

--- 2 x 25-pin Sub-D 
(8 x AES3 in, 8 x AES3 Out)

can be retro tted

add. Order Number: HW20914 16 ch digital In, 
16 ch digital Out

--- 16 x BNC
(8 x AES3id In, 8 x AES3id Out)

can be retro tted

add. Order Number: HW20915 16 ch analog In 2 x 25-pin Sub-D --- can be retro tted

Standard Hardware (all models): Table-top unit with easy-to-use graphical interface, Ethernet, 2 x USB, GPIO, VGA Out, table-stand, mains adapter. Audio Interface Selection required (I/O options)!
OEM unit with easy-to-use graphical interface, Ethernet, 2 x USB, GPIO, VGA Out. Audio Interface Selection required (I/O options)!

Standard Software (all models): Basic stereo PPM with analog scales (DIN +5, Nordic, British IIa, British IIb) and digital scales (0 to -60 dB, +3 to -60 dB True Peak, DIN, Nordic, 
British IIa and IIb). Other software modules available as licences.

Dimensions: W  x  H  x  D in mm (approx.)

TM9 Table-top unit 20900: 245  x  183  x  46.5

TM7 Table-top unit 20700: 198  x  163  x  46

TM9 OEM version 20900OEM: 235  x  135  x  45

TM7 OEM version 20700OEM: 188  x  109  x  45 TouchMonitor TM7 OEM TouchMonitor TM7 TouchMonitor TM9

Licences (Software Modules) Further information on http://www.rtw.de/en/products/audio-monitors/touchmonitor-tm7.html resp. http://www.rtw.de/ . . . /touchmonitor-tm9.html --> Options

Multichannel Mode
Order Number: SW20001

Loudness and SPL Display
Order Number: SW20002

RTA - Real Time Analyzer
Order Number: SW20003

SSA - Surround Sound Analyzer
Order Number: SW20004

Radar Display
Order Number: SW20005

RTW Premium PPM
Order Number: SW20006

SW20001 is required for the
display of more than 2 channels

SW20001 is required for the 
display of more than 2 channels

Precondition: installed SW20002! 
SW20001 is required for the
display of more than 2 channels

Precondition: installed SW20002! 
SW20001 is required for the 
display of more than 2 channels

Facts and Figures

Easy and fast touch screen control with on-screen help
Highly exible screen layout options with scalable
instruments
Powerful DSP platform for parallel display of 
multiple instruments
16-channel audio interfacing including analog, AES3,
and AES3id (depending on hardware version)
3G SDI interface for up to 32 input channels
(hardware option for TM9 only)
Fully scalable, modular software approach for exible
con guration and easy on-site upgrades 
Ethernet/LAN, USB, VGA and GPIO ports 

Standard Software (all models): 

2-channel PPM and TruePeak
2-channel Spot Correlator
2-channel AES Status Monitor (with digital I/O)

Available software modules (all models): 

Multichannel
Loudness (ATSC A/85, EBU, ITU) and SPL
RTA - Real Time Analyzer
SSA - Surround Sound Analyzer
Radar Display
RTW Premium PPM plus Vectorscope

Simple and exibleIntroducing: The TouchMonitor

The Loudness Radar Meter is trademark or registered trademark of TC Electronic A/S, 8240 Risskov, Denmark
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TouchMonitor TM7/TM9

The Sight of Sound

Build your meter!

Audio I/O options

Optional Software Modules

Standard Software
s

SW20001: Multichannel Mode
Full parallel access to all hardware input channels
Multiple audio groups simultaneously showing different 
input channel groups
3.1, 5.0, 5.1, 7.1, and Multichannel

SW20002: Loudness and SPL Display
Loudness bargraphs conforming to ITU BS.1771,
EBU R128, ATSC A/85
Summing loudness bargraphs and numerical displays 
conforming to standards named above
Customer loudness mode
SPL bargraphs

SW20003: RTA - Real Time Analyzer
1/3 oct. (31 bands) or 1/6 oct. (61 bands) modes
HF band showing content above 20 kHz

SW20004: SSA - Surround Sound Analyzer
(SW20002 required)

Unique, dynamic display of all relevant surround parameters
Intuitive visualization of overall acoustic image
Based on loudness measurements

SW20005: Radar Display (SW20002 required)
High-resolution, circular loudness display according to 
loudness radar meter by TC electronic®

Predictable loudness management in broadcast, lm,
post-production and music 
Displays instant loudness, loudness history and true peak le-
vel compliant with ITU-R BS.1770, EBU R128, ATSC A/85

SW20006: RTW Premium PPM plus Vectorscope
Advanced PPM scale selection
Audio Vectorscope
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